URBAN STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL

PLASTIC TRIANGLE TRACER
WIRE STATION WITH 2 INTERNAL
TERMINALS WITH SHUNT AND
LOCKING CAP. 4'-0" IN LENGTH
WITH ANCHOR TABS AT BOTTOM. ~
2'-0" MINIMUM BURY. COLOR WHITE.
TOP OF STATION TO BE LEVEL WITH
HYDRANT QUTLETS
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EXTEND TRACER WIRE UP
HYDRANT BARREL TO
TRACER WIRE STATION TO
INTERNAL TERMINALS AND
BACK DOWN.

NOTE:CARE MUST BE EXERSIZED TO
PRESERVE THE INTEGRITY OF THE
INSULATION ON THE TRACER WIRE.

SPLICE AS REQUIRED
(SEE DETAIL ABOVED

TRACER WIRE. FASTEN
TO MIDPOINT OF EACH PIPE

SECTION WITH PLASTIC TAPE
RUN TRACER WIRE

UP VALVE BOX
INSTALL GROUND ROD AT TRACER

EXISTING PIPE —"

AND FITTING SYSTEM TERMINAL POINTS. USE CLAMP TO
CONNECT TRACER WIRE TO
CROUNDROD. TRACER WIRE DETAIL
SHUNT INTERNAL TERM\NALS—\
CRIMP STYLE—/ A ~—NO.12 SOLID STRAND
CONNECTOR TRACER WIRE
CAP LOCKING
NUT
PLASTIC TRIANGLE
TRACER WIRE STATION
FRONT BACK
TRACER WIRE RECEPTACLE DETAIL
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